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CO = Clear opening

41
90
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36
540

0

8.5

min.
30

80

CH
 =
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66
CH
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2

41
90

CO+38

M8

M8

OPERATOR FIXING TO CAR FRONT WALL (STANDARD FIXING)

TC.2.003200.EN
B

15.06.2017
1.6.2

LEFT HAND AS DRAWN

RIGHT HAND SYMMETRICALLY
OPPOSITE
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CO = Clear opening

100 80±20

min. 50

CH
 =
 C
le
ar
 H
ei
gh

t
HW

HS
 =
 L
H+

HW

CO+422 22

CO+44

TC.2.003200.EN
B

15.06.2017
1.7.1

OPERATOR FIXING ON CAR ROOF (OPTIONAL)
VALID FOR 50<HW<200

(OPTION A)

FIXING ON CAR ROOF

VALID FOR 200<HW<283
(OPTION B)

BRACKETS ASSEMBLY

CH
 +
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6

13
4
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 +
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6

74
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W
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6
93
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74

40

54.530
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CO = Clear opening

CO+422 22

CO+44

100 80±20

min.30

CH
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 C
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HS
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CH
 +
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54.5
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30 80 30 80
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SI
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TC.2.003200.EN
B

15.06.2017
1.7.2

OPERATOR FIXING ON CAR ROOF (OPTIONAL)

LEFT OPENING AS DRAWN

RIGHT 
OPENING

SYMMETRICALLY
OPPOSITE

VALID FOR 50<HW<200
(OPTION A)

VALID FOR 200<HW<283
(OPTION B)

FIXING ON CAR ROOF

BRACKETS ASSEMBLY
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	   TYPE	 02/C		  12/R-L

		
				    CLOSING			   CLOSING
		  OPENING	 CLOSING	 AVERAGE	 OPENING	 CLOSING	 AVERAGE
  C.O.	 TIME	 TIME	 SPEED	 TIME	 TIME	 SPEED
		   		  s	 s	 m/s	 s	 s	 m/s
		

	 700	 2,1	 3,0		  2,8	 4,1
	 750	 2,2	 3,1		  2,9	 4,3
	 800	 2,2	 3,1		  3,0	 4,4
	 850	 2,3	 3,2		  3,1	 4,6
	 900	 2,4	 3,3	 0,30	 3,2	 4,8	 0,30	 950	 2,5	 3,4		  3,3	 5,0
	 1000	 2,5	 3,5		  3,4	 5,1
	 1050	 2,6	 3,6		  3,6	 5,3
	 1100	 2,6	 3,6		  3,8	 5,4

	    
	   TYPE	 02/C		  12/R-L

		
				    CLOSING			   CLOSING
		  OPENING	 CLOSING	 AVERAGE	 OPENING	 CLOSING	 AVERAGE
  C.O.	 TIME	 TIME	 SPEED	 TIME	 TIME	 SPEED
		   		  s	 s	 m/s	 s	 s	 m/s
		

	 700	 2,1			   2,8	 4,1
	 750	 2,2			   2,9	 4,3
	 800	 2,2			   3,0	 4,4
	 850	 2,3			   3,1	 4,6
	 900	 2,4			   3,2	 4,8
	 950	 2,5	 4,0	 *	 3,3	 5,0	 0,30
	 1000	 2,5			   3,4	 5,1
	 1050	 2,6			   3,6	 5,3
	 1100	 2,6			   3,8	 5,4

DEPENDENT ON CLOSING TIME

OPENING AND CLOSING TIMES (ECO Belt Drive)

TC.2.003200.EN
B

15.06.2017
1.8
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TC.2.003200.EN
B

15.06.2017
1.9

FINISHED
FLOOR LINE

CAR DOOR INFILL PLATE SCHEDULE

22CO=CLEAR OPENING

39

80

cf1=(1/2 CO+8)

CO	 cf1

	 700	 358
	 750	 383
	 800	 408
	 850	 433
	 900	 458
	 950	 483
	1000	 508
	1050	 533
	1100	 558

BOTTOM FIXING FOR CAR SILL

18

37

55
75

CO
CO/2 CO/2

= =

18
X

CO>900

CO	 X

	 700	 360	 750
	 800	 460	 850
	 900	 560	 950
	1000	 660	1050
	1100	 760

SLOT POSITION FOR CAR SILL WITH HOLES (OPTIONAL)

Landing door sill line

Landing door sill line

TY. 12

TY. 02

40
19

.5

CO
CO/2 CO/2

M1M1

19
.5

M1 M1
CO/2CO/2

CO

CO	 M1

	 700	 200
	 750	 225
	 800	 250
	 850	 275
	 900	 300
	 950	 325
	1000	 350
	1050	 375
	1100	 400
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CLUTCH

TC.2.003200.EN
B

15.06.2017
1.10

32,5

50

11
2

CH

30 20

23

110

60

165

10 10

LOCK ROLLER
SUPPORT PARALLEL
TO THE SILL LINE

LANDING
DOOR SILL
PROJECTION

CAR
DOOR SILL
PROJECTION

Opening Direction

POSITION OF THE COUPLER BETWEEN THE LANDING LOCK ROLLERS

Ce
nt

re
 L

in
e 

or
 S

id
e 

Cl
os

in
g 

Li
ne
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+1
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CH
+1

30

TC.2.003200.EN
B

15.06.2017
1.11

CAR DOOR AND LANDING DOOR ARRANGEMENT WITH COUPLER WITH CAR 
DOOR LOCK

10 10

23 20 30

Car stops in landing door zone:
The rollers are detected. They operate 
the lock vane and the latch opens.

Car stops out of landing door zone:
No rollers are detected. The lock 
vane is not touched and the latch 
keeps closed.

LANDING SILL LINE

CLOSED VANES

CAR SILL LINE
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15.06.2017
1.12

EMERGENCY OPENING DEVICE FOR COUPLER WITH CAR DOOR LOCK

The rope of the car door emergency opening device is fixed to the bottom end of 
the door panel.
By pulling the rope, the car door lock is unlocked.
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MAXIMUM SIZES PUSH BUTTON BOX
Z

Z

Y Y

X

X

c

CH
SP

COSB/SF SB/SF

Z-Z Section Y-Y Section

X-X Section

TC.2.003200.EN
B

15.06.2017
1.13

max. 74 for SB/SF=90
max. 78 for SB/SF=100
max. 98 for SB/SF=120

A

max. 350B

max. 140 for SB/SF=190
max. 50 for SB/SF=100C

max. 300D

max. 150 for SB/SF=190
max. 60 for SB/SF=100G

max. 83 for SB/SF=90
max. 93 for SB/SF=100
max. 113 for SB/SF=100

F
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CH CH

WS= 1.5 CO

CO

CO

CO

CO

+6
0

+6
0

SP

CH CH

WS= 1.5 CO

CO

CO

CO

CO

+6
0

+6
0

SP

FIRE-RESISTANT DOOR

(*) See page 10.1.1, 10.1.2, 10.1.3 and 10.1.4
(**) Claded panel +1 / EI panel +4. 

 CO	  GM	  P	  GW	  WS	
700
750
800
850
900

1000
1100

1109
1184
1234
1284
1384
1534
1634

1195
1270
1320
1370
1470
1620
1720

1096
1171
1246
1321
1396
1546
1696

1050
1125
1200
1275
1350
1500
1650

Class “E”

Class “EI”

	  M1  CH

2000
2100
2200

292
342
392

LEFT HAND AS DRAWN

RIGHT HAND SYMMETRICALLY
OPPOSITE

CO = CLEAR OPENING

CO = CLEAR OPENING

CH
 =

 C
LE

AR
 H

EI
G

H
T

ONLY FOR
CO > 900

TC.2.003200.EN
B

15.06.2017
2.2

120x60	 120	 120	 190	 60

	FRAME	 SB	 SF	 SP	 DF

	90x60	 90	 90	 190	 60

	100x60	 100	 100	 100	 60
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CH CH

CO

CO

CO

CO

CO

+8
0

+8
0

CH CH

CO

CO

CO

CO

CO

+8
0

+8
0

FIRE-RESISTANT DOOR WITH LATERAL BIG FRAMES

ONLY FOR
CO > 900

ONLY FOR
SF > 300

ONLY FOR
SF > 300

ONLY FOR
SF > 300

ONLY FOR
SF > 300

(*) See page 10.1.1 and 10.1.2
(**) Claded panel +1 / EI panel +4. 

Class “E”

Class “EI”

LEFT HAND AS DRAWN

RIGHT HAND SYMMETRICALLY
OPPOSITE

CO = CLEAR OPENING

CO = CLEAR OPENING

CH
 =

 C
LE

AR
 H

EI
G

H
T

	  M1  CH

2000
2100
2200

292
342
392

 CO	  GM	  P	  GW	  WS	
700
750
800
850
900

1000
1100

1109
1184
1234
1284
1384
1534
1634

1195
1270
1320
1370
1470
1620
1720

1096
1171
1246
1321
1396
1546
1696

1050
1125
1200
1275
1350
1500
1650

SF/SB min 145 max 650 (5 mm steps)

TC.2.003200.EN
B

15.06.2017
2.3
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m
in
. (
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0 
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W
)

- 

70

40

CH
+2

20

FI
N
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 F
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O

R 
LE

VE
L

SHAFT WALL FOR “NICHE INSTALLATION”

LEFT HAND AS DRAWN

RIGHT HAND SYMMETRICALLY
OPPOSITE

TC.2.003200.EN
B

15.06.2017
2.4

(*)	In case of lateral 
adjustment min. 235-TSW

min.195-TSW (*)

min. (100-TSW)

m
in
. (
10

0 
TS

W
)

- 

70

40

CH
+2

20

CL
EA

R 
PL

UM
B 

W
AL

L

CO+SB+SF+40
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40
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+2

20

195-TSW

70

40

CH
+2

20

195-TSW

70

CO+SB+SF+40

FI
N

IS
H

ED
 F

LO
O

R 
LE

VE
L

SHAFT WALL FOR “WALL INSTALLATION”

TC.2.003200.EN
B

15.06.2017
2.5

(*)	In case of lateral 
adjustment min. 235-TSW

min.195-TSW (*)
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ARRANGEMENT FOR FIRE-RESISTANT DOOR

CL
EA

R 
PL

UM
B 

W
EL

L

WALL INSTALLATION (TSW = 100÷140)

M
AX

 P
LU

M
B

CO
N

ST
RU

CT
IO

N
CL

EA
R 

PL
UM

B 
W

EL
L

NICHE INSTALLATION (TSW = 20÷99)

CO+SB+SF+40

CO+SB+SF+40

CO = CLEAR OPENING

CO = CLEAR OPENING

LEFT HAND AS DRAWN

RIGHT HAND SYMMETRICALLY
OPPOSITE

SI
LL

 
PR

O
JE

CT
IO

N
M

ET
AL

 S
IL

L
PR

O
JE

CT
IO

N

TC.2.003200.EN
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15.06.2017
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WS

GW = 2CO+50

349 54

CO

GM

C/2C/2

C 1818

165

4 22

20
40

300 300

460

178

min.30

m
ax

.2
0

75

5 35

19

40

55
75

35

75
0

40

20

m
ax

. 2
0

5
34

CH
 +
 4
00

CH
 +
 1
70

55
75

HW
CH

 =
 C
le
ar
 H
ei
gh

t

C C

WS

GW = 2CO+50

349 54

CO

GM

CAR DOOR, CO=700÷1100

CO = CLEAR OPENING

ONLY FOR CO > 900

OPERATOR FIXING
TO THE CAR FRONT 
WALL DETAIL 
PAGE 1.6.1

CO		  GM	 GW	 WS	 C

	 700	 61	 1480	 1450	 1400	 360	 750	 63	 1580	 1550	 1500
	 800	 66	 1630	 1650	 1600	 460	 850	 68	 1680	 1750	 1700
	 900	 72	 1830	 1850	 1800	 560	 950	 74	 1880	 1950	 1900
	1000	 77	 2030	 2050	 2000	 660	1050	 79	 2080	 2150	 2100
	1100	 83	 2130	 2250	 2200	 760

TOTAL 
WEIGHT

Kg
LH=2000

(*) Caution:	GM dimension
	 larger than GW dimension

OPPOSITE 
POSITION DRIVE
(OPTIONAL)

OPERATOR WITH
HORIZONTAL POSITION
SEE PAGE 1.5.2
(OPTIONAL)

Note:	 Weights reffering to not cladded doors

TC.2.003200.EN
B

15.06.2017
3.1

FINISHED
FLOOR LINE
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FIRE-RESISTANT DOOR

CO

CH

CH

CO

CO

CO

+6
0

+6
0

SP

= = = =

(*) See page 10.2.1, 10.2.2, 10.2.3 and 10.2.4
(**) Claded panel +2 / EI panel +8.

Class “E”

Class “EI”

	  M1  CH

2000
2100
2200

292
342
392

CO = CLEAR OPENING

CO = CLEAR OPENING

CH
 =

 C
LE

AR
 H

EI
G

H
T

 CO	  GM=P      GW	   WS	
700
750
800
850
900

1000
1100

1465
1515
1565
1615
1765
1965
2065

1492
1592
1692
1792
1892
2092
2292

1400
1500
1600
1700
1800
2000
2200

ONLY FOR
CO > 900

TC.2.003200.EN
B

15.06.2017
3.2

120x60	 120	 120	 190	 60

	FRAME	 SB	 SF	 SP	 DF

	90x60	 90	 90	 190	 60

	100x60	 100	 100	 100	 60
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CH CH

CO

CO

CO +8
0

+8
0CO

CH CH

CO

CO

CO +8
0

+8
0CO

FIRE RESISTANT DOOR WITH LATERAL BIG FRAMES

ONLY FOR
CO > 900

ONLY FOR
SF > 300

ONLY FOR
SF > 300

ONLY FOR
SF > 300

ONLY FOR
SF > 300

(*) See page 10.2.1 and 10.2.2
(**) Claded panel +2 / EI +8.

Class “E”

Class “EI”

CO = CLEAR OPENING

CO = CLEAR OPENING

CH
 =

 C
LE

AR
 H

EI
G

H
T

	  M1  CH

2000
2100
2200

292
342
392

SF/SB min 145 max 650 (5 mm steps)

 CO	  GM=P      GW	   WS	
700
750
800
850
900

1000
1100

1465
1515
1565
1615
1765
1965
2065

1492
1592
1692
1792
1892
2092
2292

1400
1500
1600
1700
1800
2000
2200

TC.2.003200.EN
B

15.06.2017
3.3
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CH
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70
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 F
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R 
LE
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L

SHAFT WALL FOR “NICHE INSTALLATION”

TC.2.003200.EN
B

15.06.2017
3.4

(*)	In case of lateral 
adjustment min. 195-TSW

min.155-TSW (*)

min. (65-TSW)

CH
 +
 2
20

40

70

CO+SB+SF+40

CL
EA

R 
PL

UM
B 

W
AL

Lm
in

. (
65

-T
SW

)
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155-TSW

CH
 + 
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0

40

70

155-TSW

CH
 + 
22

0

40

70

CO+SB+SF+40

FI
N
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ED
 F
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R 
LE
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L

SHAFT WALL FOR “WALL INSTALLATION”

TC.2.003200.EN
B

15.06.2017
3.5

(*)	In case of lateral 
adjustment min. 195-TSW

min.155-TSW (*)
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ARRANGEMENT FOR FIRE-RESISTANT DOOR

CL
EA

R 
PL

UM
B 

W
EL

L

WALL INSTALLATION (TSW = 66÷100)

M
AX

 P
LU

M
B

CO
N

ST
RU

CT
IO

N
CL

EA
R 

PL
UM

B 
W

EL
L

NICHE INSTALLATION (TSW = 20÷65)

2 x SF+CO+40

2 x SF+CO+40

CO = CLEAR OPENING

CO = CLEAR OPENING

SI
LL
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N
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L
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N
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Min.75 Max.100

SBSF

DF

40

M1 M1

65

TC.2.003200.EN
B

15.06.2017
4.7

FLOOR LINE FRAME, TY 01/C (OPTIONAL)

FINISHED
FLOOR LEVEL

CO = CLEAR OPENING

FINISHED
FLOOR LEVEL

ONLY FOR
CO > 900

CO	 M1

	 700	 215	 750
	 800	 265	 850
	 900	 315	 950
	1000	 365	1050
	1100	 415



AUGUSTA EVO - TECHNICAL CATALOGUE

Subject to change without notice!

Code
Version
Date
Page

SBSF

Min.115 Max.140

DF
40

80

M1 M1

65

FINISHED
FLOOR LEVEL

CO = CLEAR OPENING

FINISHED
FLOOR LEVEL

TC.2.003200.EN
B

15.06.2017
4.7.1

FLOOR LINE FRAME, TY 11/R-L (OPTIONAL)

LEFT HAND AS DRAWN

RIGHT HAND SYMMETRICALLY
OPPOSITE

ONLY FOR
CO > 900

CO	 M1

	 700	 215	 750
	 800	 265	 850
	 900	 315	 950
	1000	 365	1050
	1100	 415
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BRACKETS FOR TSW=20÷55 (NICHE INSTALLATION)

TC.2.003200.EN
B

15.06.2017
10.1.1

195-TSW

CO

CH

CH

195-TSW

CO

CH

CH

BOTTOM

195-TSW

CO

CH

CH

TOP

CODE NR. 1013351 CODE NR. 1006056

ONLY FOR
CO > 900
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BRACKETS FOR TSW=56÷99 (NICHE INSTALLATION)

BRACKETS FOR TSW=100÷140 (WALL INSTALLATION)

195-TSW

CO

CH

CH

A A A

235 235

195-TSW

CO

CH

CH

A A A

235 235

BOTTOM

195-TSW

CO

CH

CH

A A A

235 235

TOP

CODE NR. 1020020 CODE NR. 1013372

ONLY FOR
CO > 900

TC.2.003200.EN
B

15.06.2017
10.1.2

CODE NR. 1013371

72,5 for TSW=56÷89

55 for TSW=90÷140
A
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TSW=80÷99CO

10
0 
(-3

6,
 +
46

)

DF+80

60

195-TSW

14
0

CH
+1

00
m
in
. 5

10
0 
(-3

6,
 +
46

)
19

0
14

0 
(-3

6,
 +
94

)
CH

A A A

235 235

20

195-TSW

CO

CH

CH

A A A

235 235

BOTTOM

CODE NR. 1013372 CODE NR. 1013371

BRACKETS FOR TSW=80÷99 (NICHE INSTALLATION)

TC.2.003200.EN
B

15.06.2017
10.1.3

SP=100

195-TSW

CO

CH

CH

A A A

235 235

TOP

CODE NR. 1020020

72,5 for TSW=80÷89

55 for TSW=90÷99
A

ONLY FOR
CO > 900
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BOTTOM

CODE NR. 1013372 CODE NR. 1013371

BRACKETS FOR TSW=100÷140 (WALL INSTALLATION)

TC.2.003200.EN
B

15.06.2017
10.1.4

DF+80

14
0 
(-4

8,
 +
39

)
CH

m
in
. 5

70

CO

CH
+1

00

195-TSW

235 235

14
0 
(-4

8,
 +
39

)

5555 55

10
0 
(-3

6,
 +
46

)

TSW=100÷140

10
0 
(-3

6,
 +
46

)
19

0

20

ONLY FOR
CO > 900

SP=100

195-TSW

CO

CH

CH

A A A

235 235

TOP

CODE NR. 1020020
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BRACKETS FOR TSW=20÷55 (NICHE INSTALLATION)

TC.2.003200.EN
B

15.06.2017
10.2.1

155-TSW

CH

CO

CH

= = = =

155-TSW

CH

CO

CH

= = = =

BOTTOM

155-TSW

CH

CO

CH

= = = =

TOP

CODE NR. 1018734 CODE NR. 1017533

ONLY FOR
CO > 900
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BRACKETS FOR TSW=56÷65 (NICHE INSTALLATION)

BRACKETS FOR TSW=66÷100 (WALL INSTALLATION)

155-TSW

CH

CH

CO= = = =

155-TSW

CH

CH

CO= = = =

BOTTOM

155-TSW

CH

CH

CO= = = =

TOP

CODE NR. 1020021

ONLY FOR
CO > 900

TC.2.003200.EN
B

15.06.2017
10.2.2

CODE NR. 1013372 CODE NR. 1013371



AUGUSTA EVO - TECHNICAL CATALOGUE
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BRACKETS FOR TSW=85÷100 (WALL INSTALLATION)

TC.2.003200.EN
B

15.06.2017
10.2.3

14
0 
(-4

8,
 +
39

)
CH

19
0

10
0 
(-5

2,
 +
32

)

10
70

235 235

14
0 
(-4

8,
 +
39

)

49

155-TSW

72,572,5

72,5

CH
+1

00

10
0 
(-5

2,
 +
32

)

CO

ONLY FOR
CO > 900

SP=100

155-TSW
CH

CH

CO= = = =

BOTTOM

155-TSW

CH

CH

CO= = = =

TOP

CODE NR. 1020021 CODE NR. 1013372 CODE NR. 1013371
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TC.2.003200.EN
B

15.06.2017
10.3

COVER SILL ASSEMBLY BETWEEN FRAMES (OPTIONAL)



AUGUSTA EVO - TECHNICAL CATALOGUE
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TC.2.003200.EN
B

15.06.2017
10.4

SILL PROTECTION (OPTIONAL)



AUGUSTA EVO - TECHNICAL CATALOGUE
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TC.2.003200.EN
B

15.06.2017
10.5

PIT EGRESS (OPTIONAL)

A

B

A

B
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TC.2.003200.EN
B

15.06.2017
10.6

SECURITY SWITCH FOR LOW PIT ACCESS SHORT PIT AND/OR HEAD (OPTIONAL)

AVAILABLE OPTIONS

24V remote reset
230V remote reset
Without reset

AVAILABLE OPTIONS

24V remote reset
230V remote reset
Without reset



AUGUSTA EVO - TECHNICAL CATALOGUE
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TC.2.003200.EN
B

15.06.2017
10.7

LATERAL ADJUSTMENT (OPTIONAL)

SECTION A-A

SECTION B-B

Available for doors with lateral big frames
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TC.2.003200.EN
B

15.06.2017
10.8.1

WSE LIGHT CURTAIN FIXING FOR CENTRAL OPENING CAR DOORS, TY 02/C (OPTIONAL)

SILL 5
18

7,5

CH
21

0

CO

GM+15

A

DETAIL A
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TC.2.003200.EN
B

15.06.2017
10.8.2

WSE LIGHT CURTAIN FIXING FOR CENTRAL OPENING CAR DOORS, TY 12/R-L (OPTIONAL)

GM+11 52

CH
21

0

SILL 5

18
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